
DEBRIS TO OPTIMISE SEALING.
THE TORQUE APPLIED TO THE LOCKNUT SHOULD NOT EXCEED 50cNm.

THE UNDER SIDE OF THE PANEL SHOULD BE FLAT, CLEAN & FREE OF

NAV PANEL IS DESIGNED TO BE SECURED TO A PANEL WITH 6 LOCKNUTS ON WELD STUDS. 
O RING SEAL TO BE POSITIONED BETWEEN DEVICE AND FIXING PANEL PRIOR TO INSTALLATION.
OVERALL SIZES OF FIXING PANEL IS REPRESENTATIVE OF END USERS PRODUCT ONLY.

PLEASE ENSURE THAT A SUITABLE PANEL MATERIAL IS USED TO SUPPORT THE ATP UNIT.
THIS MUST PROVIDE SUFFICIENT RIGIDITY WHERE SEALING IS REQUIRED.
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OF PANEL WITH FIXING POSITIONS.
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INSTALLATION INSTRUCTIONS FOR
1409-34001 AUDIONAV EF VERTICAL 



OF PANEL WITH FIXING POSITIONS.
CABLE NOT SHOWN

THE UNDER SIDE OF THE PANEL SHOULD BE FLAT, CLEAN & FREE OF
DEBRIS TO OPTIMISE SEALING.
THE TORQUE APPLIED TO THE LOCKNUT SHOULD NOT EXCEED 50cNm.

NAV PANEL IS DESIGNED TO BE SECURED TO A PANEL WITH 6 LOCKNUTS ON WELD STUDS. 
O RING SEAL TO BE POSITIONED BETWEEN DEVICE AND FIXING PANEL PRIOR TO INSTALLATION.
OVERALL SIZES OF FIXING PANEL IS REPRESENTATIVE OF END USERS PRODUCT ONLY.

PLEASE ENSURE THAT A SUITABLE PANEL MATERIAL IS USED TO SUPPORT THE ATP UNIT.
THIS MUST PROVIDE SUFFICIENT RIGIDITY WHERE SEALING IS REQUIRED.

VIEWS SHOWING FRONT AND REARINSTALLATION INSTRUCTIONS FOR
1409-34003 AUDIONAV EF HORIZONTAL 
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GROUND WIRETO BE CONNECTEDTO WELD STUD. WIRE LENGTH 110mm


