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MOUNTING PANEL - MICROPHONE ARRAY

1.5mm STAINLESS STEEL
    

1:1

Storm Interface
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        Keymat Technology Ltd. The content of this communication and/or
document, including but not limited to images, specifications, designs,
concepts and information is confidential and is not to be used for any
purpose or disclosed to a third party without the express and written
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M3 x 18 WELD STUD
2 POSITIONS
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MICROPHONE ARRAY IS DESIGNED TO BE SECURED TO A PANEL WITH 2 x 
LOCKNUTS ON WELD STUDS. 
2 CIRCULAR GASKETS TO BE POSITIONED BETWEEN DEVICE AND FIXING PANEL 
PRIOR TO INSTALLATION.
OVERALL SIZES OF FIXING PANEL IS REPRESENTATIVE OF END USERS PRODUCT 
ONLY.

PLEASE ENSURE THAT A SUITABLE PANEL MATERIAL IS USED TO SUPPORT THE 
UNIT.
THIS MUST PROVIDE SUFFICIENT RIGIDITY WHERE SEALING IS REQUIRED.
THE UNDER SIDE OF THE PANEL SHOULD BE FLAT, CLEAN & FREE OF
DEBRIS TO OPTIMISE SEALING.
THE TORQUE APPLIED TO THE LOCKNUT SHOULD NOT EXCEED 50cNm.
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3.3 HOLE

2 POSITIONS

VIEWS SHOWING FRONT AND REAR
 PANEL WITH FIXING POSITIONS.

CABLE NOT SHOWN.


